
Motor power
Cooling air 

volume

Cooling water 

volume
Weight

KW m3/min L/min Kg

ERC-30SA/SW 3.8/7 3.6/8 3.2/10 2.5/12.5 22 110 14.5 1 1/4” 1380*850*1150 640

ERC-40SA/SW 5.3/7 5.0/8 4.3/10 3.6/12.5 30 145 20 1 1/4” 1450*900*1220 900

ERC-50SA/SW 6.6/7 6.2/8 5.7/10 4.6/12.5 37 145 25 1 1/2” 1595*1000*1365 1060

ERC-60SA/SW 8.0/7 7.7/8 6.9/10 6.0/12.5 45 185 30 1 1/2” 1595*1000*1450 1150

ERC-75SA/SW 10.5/7 9.8/8 8.7/10 7.3/12.5 55 220 39.9 2” 2100*1250*1700 1750

ERC-100SA/SW 13.6/7 13.0/8 11.3/10 10.1/12.5 75 250 51 2” 2100*1250*1700 1840

ERC-120SA/SW 16.2/7 15.4/8 13.2/10 11.2/12.5 90 270 61 2” 2100*1250*1700 2030

ERC-150SA/SW 20.8/7 19.5/8 16.5/10 13.7/12.5 110 420 79 DN65 2545*1450*1900 2920

ERC-175SA/SW 24.0/7 23.0/8 20.0/10 15.5/12.5 132 460 91 DN65 2545*1450*1900 3200

ERC-200SA/SW 27.8/7 26.0/8 23.5/10 19.5/12.5 160 510 105 DN65 2790*1550*2000 3600

ERC-250SA/SW 32.5/7 31.0/8 26.0/10 21.6/12.5 185 510 123.5 DN80 2790*1550*2000 3780

ERC-270SA/SW 34.5/7 33.0/8 28.0/10 23.5/12.5 200 620 131 DN80 2850*1700*2000 4400

ERC-300SA/SW 38.0/7 36.5/8 32.0/10 27.0/12.5 220 710 144 DN100 3150*2000*2120 4930

ERC-330SA/SW 43.0/7 40.5/8 36.5/10 32.0/12.5 250 800 163 DN100 3150*2000*2120 5450

ERC-375SA/SW 51.5/7 50.0/8 45.0/10 37.0/12.5 280 890 202 DN125 4000*2000*2100 6150

ERC-420SA/SW 56.0/7 55.0/8 49.0/10 41.0/12.5 315 960 212 DN125 4600*2300*2400 7500

ERC-470SA/SW 64.0/7 62.0/8 54.0/10 46.0/12.5 355 1130 243 DN150 4600*2300*2400 8100

ERC-550SW 73.0/7 70.0/8 61.0/10 52.0/12.5 400 277 DN150 5000*2350*2400 8400

ERC-600SW 81.0/7 79.0/8 70.0/10 59.0/12.5 450 307 DN150 5500*2590*2800 9000

ERC-670SW 89.0/7 87.0/8 77.0/10 67.0/12.5 500 338 DN200 5500*2590*2800 9500

ERC-750SW 102.0/7 98.0/8 87.0/10 77.0/12.5 560 387 DN200 6500*2700*3000 10000
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