PORTABLE SCREW

AIR COMPRESSOR

T

UNIQUE DESIGN CONCEPT

Unique design concept, overall beautiful,
solid structure, easy access to service.
Brake assist installed.
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CUMMINS DIESEL ENGINE

The CUMMINS engine has a unique PT fuel system,
equipped with electronic speed governor to control idle
speed and full RPM speed, which is more convenient to control.

ITS ROBUST DESIGN MAKES IT POSSIBLE TO
WORK UNDER CONSTANT LOAD.

SPECIFICATIONS

Working

Fuel Tank Compression Connection Engine Engine Rotation Dimension
Manufacture
Pressure

Air Delivery Capacity Stage Diameter Model Power  Speed (mm)

Weight

psig bar cfmm Imin
EL135 [ 100 7 127 3.6 48

1 2*G3/4 YSD490  ELANG 33 2400 2910*1526*1430 950
1 G3/4,G11/4 | Y1400G  ELANG 42 2200 331516071583 1200
1 G3/4,G 11/4 |Y4102ZG  ELANG 55 2200 3315*1607*1583 1350
1 G1,G11/2 | 6BTA5.9 CUMMINS 97 2000 3900*1980%1950 2000
1 G1,G11/2 | 6BTA5.9 CUMMINS 110 2200 4200%1520*2268 2300
EL460 | 188 13 460 13 300 1 G1,G11/2 | 6BTA5.9 CUMMINS 132 2200 4300*1300*1950 2500
EL550 | 188 13 530 15 320 1 G1,G11/2 | 6BTA5.9 CUMMINS 132 2500 450071400*1950 2600
EL600 | 203 14 600 17 360 1 G1,G11/2 | 6BTA8.3 CUMMINS 179 1800 5200719602300 2800
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EL185 | 100 7 185 5.2 85
EL265 | 100 7 250 7 85
EL300 | 203 14 300 8.5 120
EL400 [ 188 13 390 M 210

EL700 | 246 17 635 18 360 G11/2,G2 | 6BTA8.3 CUMMINS 194 1800 5200%1960*2300 2800
203 14 750 21.2 380 G11/2,G2 | 6BTA8.9 CUMMINS 239 1800 5200*2060*2480 5600
290 20 750 21.2 380 G11/2,G2 | 6BTA8.9 CUMMINS 260 1800 5200*2060*2480 6200
EL900 | 203 14 820 23.3 410 G11/2,G2 | 6BTA8.9 CUMMINS 239 2100 5200*2060*2480 5800
EL1070| 348 24 1060 30 480 2*G21/2 6BTA9.8 CUMMINS 348 1800 5500*2300*2500 6800
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